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SWIVEL DEVICE

RESTRAINT KIT

WARNING LABEL

ORIGINALIF BLUE

INSTALLATION NOTES:

1 - EYEBOLTS MUST BE SECURELY FASTENED TO BOTH THE WALL 
AND THE APPLIANCE IN THE NEAR VICINITY OF THE GAS CONNECTION.

2 - WARNING LABEL MUST BE APPLIED TO THE APPLIANCE IN CLOSE 
PROXIMITY TO THE GAS CONNECTION. (CLEAN SURFACE BEFORE APPLICATION)

3 - INSTALLATION MUST ALLOW FOR FREE AND UNRESTRICTED MOVEMENT OF 
THE GAS CONNECTOR WHEN THE APPLIANCE IS MOVED TO EVERY POSITION 
ALONG THE PERIMETER OF ITS RESTRAINING CABLE.

ATTENTION INSTALLER:

INSTALLATION MUST BE IN COMPLIANCE WITH THE NATIONAL FUEL GAS CODE
Z223.1, NFPA 54 OR CSA B149.1 AND ALL LOCAL GAS INSTALLATION CODES.

INSTALLATION AND TESTING MUST BE PERFORMED BY QUALIFIED PERSONNEL.

ENSURE THAT THE GAS SUPPLY AND ALL THE APPLIANCE CONTROL KNOBS 
ARE TURNED OFF BEFORE CONNECTING THE GAS SUPPLY.

TYPICAL INSTALLATIONS MAY VARY
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Quality Assurance Provisions Sampling Plan ANSI Z1.4
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Angles +/- 1 Deg
Concentricity  +/-.010 
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